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BEFORE START CHECKLIST |
DC LINE oo seeeee s seseseeneeneenenes ON _
ECK-L
MAIN BUS TIE oot TIED BRIEFING APPROACH CHECK ONFIRMED
ENGINE INTAKE BYPASS DOOR - cLOSED | | | BRIEFING o
CAUTION / ADVISORY LIGHT ....ccccevvvnene. CHECKED
APU o BLEED ON SEAT BELT ON
RECIRC FAN ettt (0]
BLEED 1 & 2 OFF GPWS . 15° / 35° SET
EMERGENCY LIGHTS ...t ARM ALTIMETERS coovovsvvss s — SET (BOTH)
ADVISORY LIGHTS ..., TESTED
CAUTION PANEL ..ccoovieeiiiiieeieceieeeceeeceee TESTED
POSITION LIGHTS oo ON
FUEL QUANTITY oveveeeeeeeeeeeeeeeeeeeee, ANNOUNCED
BRAKE & PRESSURE .......cccecevvreiveeecveenes CHECKED
POWER LEVERS ....oooiiieeeiceie e DISC
CONDITION LEVERS .....coovvveeieveecvrneeeen, FUEL OFF
ANTI-SKID ot erveree e ON
ALTIMETERS ...t QNH___SET
DEPARTURE BRIEFING .......cccocevnnenenen. COMPLETED
BLACKBOX VR CYBER DEMARRE ............ (CHACUN)
AFTER START CHECK-LIST ‘
APU ot e e OFF
BLEED 1 & 2 ettt e s e ON
PACKS SWITCH ...cvviririreiee ettt MIN
Seat belts/NO SMoking.........cccvevveevererennnns ON/ON
ANTICOLLISION ...t RED
TRIM TAKE OFF oot eee e eneenee SET
CONDITION LEVERS (P/B CPLT) vvvoverrrrrevrree. MAX SHUTDOWN CHECK-LIST
TaXi LIgHt..ee e OFF
BEFORE TAKE-OFF CHECK-LIST ::gklagdBll;akes../..F;I:U.é ..... t| ............................... (;)FI:
RUNWAY ..o CONFIRMED (BOTH) yHyd Fump OMETOL v
ELAPS 5° / 10° POWEL LEVETS....ci ittt DISC
TAKE OFF TRIM weoeoeeeee oo SET (T:fann‘i'tf: dl_eervers """"""""""""""" START/ FEA;TH:\':
CONTROL LOCK rrevere oo REMOVED AP PONEET ettt oN
VIVRV) (LES LIRE) TS
LANDING LIGHTS woovvvoeoee oo TAKE OFF g;’;tdg;tnster‘frs (After 30 sec).............. FUEL %FFFF
YAW DAMPER oo oo ON BMSerrrrsrssssssss s
CHROND O ..ottt e RESET
CABIN ettt e ee e ave e SECURE SECURITY AIRCRAFT CHECK-LIST
Emergency Lights.......coeceevveeie e, OFF
RECIFC FaNui ittt e OFF
F=q oY [0 o S P OFF
FLAPS oo RETRACTED :;’ﬂ”e Intake Bypass DOOS......cvvvveces CLOZEFE
BLEEDS — PACKS SWITCH. - ON/NORM P Protect|on ........................................................ ore
ALTIMETERS oo STANDARD SET Stby/Aux/Main Batteries........coeoevevverveereeereennes OFF
Battery Master.....ccviivivce e OFF




Le Pilot Flying (PF) est en observateur sur le réseau.
Le Pilot Monitoring (PM) est connecté sur le réseau et gere la COM

A — PREFLIGHT PROCEDURE

Pilot Flying Pilot Monitoring

11 | FLIGHT/TAXI ettt TAXI | EMERGENCY EXIT LIGHTS ..o ARM
12 | WEIGHT & BALANCE (CONTROL PANEL) .... IMPORTED | POSITION LIGHTS ......ccccoovtreniniiccrieeecrie s ON
13 | ARCDU 1 .....cocvuevvvevvvsicriviccviccneeieses ON = BOTH SET | ANTI-SKID ... ON
14 | FMS T .t s ON | FMS 2 ...t s ON
15 | YAW DAMPER ..ot ON | ARCDU 2 .....cvviiiiciiiciiciiccci ON - BOTH SET
16 | NAV SOURCE ...ttt FMS1 | RUDDER TRIM .....cccooiiiiiiicicciiciiccc s RIGHT + 3
17 | HEADING ...t RWY HDG SET | PARKING BRAKES ........ccccoeviiiiiiiiiincc s ON
18 | ALTIMETER & STDBY ......ccvvviiriiiiricricricae, SET QNH [ AT S P CHECKED
19 | VSPEED ... SETV1IVRV2 | ALTIMETER ..ot SET QNH
20 | VSPEED BUG ...... VFLAPS IN (150kt) —V CLIMB (183kt) | GROUPE DE PARC (FMS-DATA-SV)......... REQUEST GPU
21 | MDA ... SET (AGL + 1°000 ft) | DC EXTERNAL PWR ....c.covvvrerririiccriieercnieeee s ON
22 | NOSE STEERING ......ccovvviiiiiciiiciciiciic CHECK OFF | ACEXTERNALPWR ......cccccvviiiiiiiiciicicecin, ON
23 | FMS i FPL/FUEL
24 | ARCDU ... NAVAID FREQ
25 | POWER LEVERS ......ccccovviviviiiviciviciiecc v DISC

CONDITION LEVERS .......cccvvvvviiiiiiricicnnne, FUEL OFF

When boarding is completed (a signaler par Pilot Monitoring)

....................................... apres 2sec ... START

GEN vttt ON (WARN AMBRE)

APU BLEED AIR ....ovvvveieeieeiiereireeessvseseeieeesessane e OPEN

DC EXTERNAL PWR ....coooiiierririiiestine st secee s OFF

AC EXTERNAL POWER ......ovvviiiirecircieeneeveeneeene e OFF

RECIRC ..ttt st en e ssseas senseens ON

TEMP CONTROL CABIN ....coovvirirrerrceirereireeseiresesseenes SET

APU GEN ..ottt seinee s ON CHECKED

GROUPE DE PARC (FMS—DATA-SV).....cccevvuue DECONNECTE

37 | TCAS ..ottt et s e e e eee TEST | ALLDOORS ...ttt et CLOSED
38 | TRANSPONDER ....ooeiieeeee e e SET | CLEARANCE ........ccccuverienrecnnnnecsennicsenssssensenens REQUESTED

Quand le Pilot Monitoring est prét, il annonce « Ready for briefing »

Dans votre JoinFS : PF et PM se connectent sur JoinFS — Ensuite ouvrir onglet
Vue-Pilotes et ATC. Cocher case « Ignorer » de son collegue.
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BRIEFING GUIDELINE (Pilot Flying)

Briefing départ

1 Push back | Tout droit ou Right (départ a gauche) ou Left (départ a droite)
2 Taxi | Direction, intersections
3 Piste, volets | Décollage de quelle piste, L or R, avec quel volet ?
4 Virage apres I'envol | Gauche, droite, tout droit
5 Altitude cible initiale / Altitude de | Annoncé et réglé sur autopilote / notée
transition

6 RadioNav support départ | VOR, ADF, support conseillé (facultatif)

Emergency briefing
7 Vitesse de décollage | V1 VR V2 annoncé et vérifié réglé
8 En cas de panne avant V1 | Annonce ‘STOP’ Full reverse & stop
9 Panne aprés V1 | Annonce ‘CONTINU’, pas d’action avant 400ft sol sauf GEAR UP
10 Minimum Safety Altitude (voir cartes) | Annoncé

Pilot Flying vole et prend en charge la trajectoire, le Pilot Monitoring traite la/les pannes

Une fois le briefing terminé, le pilot flying demande s’il y a des questions, puis appelle la check-list

« BEFORE START CHECK-LIST »

Début de ligne lu par le Pilot Monitoring — Fin de ligne annoncée par le Pilot Flying (gras)

BEFORE START CHECK-LIST

DO LINE ittt ettt et ettt et te e te e te et aee et be e sas eeeasbeeeasaeneteaennaesetanesnraeens ON
IMAIN BUS TIE ..ottt ettt v eease e ste et e ete e sesbeesbessaesnnestnsebseessesnnes TIE
ENGINE INTAKE BYPASS DOORS ......oovveeeceeeieecte ettt v CLOSED
APU oottt ettt et ettt st sbe bbb sar s e bennesreae BLEED ON
RECIRC FAN ...ttt sttt st te e ste et te e stesee s ae st saeaesae e steansaenneesreessnnenees ON
BLEED 1 & 2 ..ottt ste ettt ete et e ste e eea e steaenbe stesnaennae s e saneenbennte s enne OFF
EMERGENCY LIGHTS ..ottt e st ste et et snr e e e ARM
ADVISORY LIGHTS ..ottt st ettt v e e st e b et srnaen e e TESTED
CAUTION PANEL «.ecvveeecte ettt ettt et tecee e estte e sre et e saesnaenneesresen e e TESTED
POSITION LIGHTS ..ottt sttt et se et eesve et e st sr e e sreaes e e s ON
FUEL QUANTITY oottt s eeeste e te et e senneas ANNOUNCED
BRAKE & PRESSURE .....cceeetiiee ettt steeee e e st e st snaeneesne e CHECKED
POWER LEVERS .....ooiieceetteee ettt st ee e et ste st aeaesasansbee s s stesnaennnesnnes DISC
CONDITION LEVERS ..ottt ettt e eetee e ste st et e aen e e FUEL OFF
ANTI-SKID ..ttt ettt sttt e et e ste et te e e eesaee saeaesbe s sbesrsaenneesteeesbeesesrsaennn ON
ALTIMETERS ..ottt ettt ste vt srr et e ste e s e nesnneennnes QNH___SET
DEPARTURE BRIEFING .....ccovveiiececrieee ettt seee e sveenan COMPLETED
BLACKBOX VR CYBERAVIA .....oooveeeeeee e DEMARRE (CHACUN)

Quand la check-list est terminée le Pilot Monitoring annonce “BEFORE START CHECK-LIST COMPLETED”
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Le Pilot Monitoring demande la mise en route et le push-back au control.
Le Pilot Flying contacte le sol, demande le push back et demande la mise en route au sol.

B — PUSH & START PROCEDURE

Pilot Flying Pilot Monitoring

ANTICOLLISION LIGHTS .....ccovviiiiiiiniciiiciiccieciis RED

RIGHT ENGINE (2) ooveveeevenrenne. 2 SET + START PRESSED
Annoncer “ENGINE 2 STARTED”
Wait until “SELECT” goes out

LEFT ENGINE (1) oveveereeeeeenee 1 SET + START PRESSED
...................................... Annoncer “ENGINE 1 STARTED”
Wait until “SELECT” goes out

PARKING BRAKES .......ccovvrerirereieirereireennas AS REQUIRED
When push-back complete ...

10 | PARKING BRAKES ......ccuevereerinireireereiecreseeeete e SET

11 | CONDITION LEVERS........coocvterienieeniiereireeenne SET MAX

La procédure « after start » est déclenchée pour le Pilot Monitoring quand
le Pilot Flying met les 2 condition levers sur MAX.

C— AFTER START PROCEDURE

Pilot Flying Pilot Monitoring
1 | APUBLEED .o et OFF | BLEED 1 & 2 ettt s eeeeees ON
2 | APU GEN ..ottt ettt s neens OFF | MAIN BUS TIE .ottt etseesv e eeeeseess e esennes OFF
3 | APUPWR .ottt st st ses s e snnns OFF | WINDSHIELD PANEL ...ccovvveereirrereierereseireeseereeennes NORM
4 STBY HYDR PRESS + PTU CNTRL ....ccevveerrnene. BOTH ON
5 AUX FUEL PUMPS .....ooveverireeveeteercee e BOTH ON
6 AUTOFEATHER ....ovvvevcveesere e seseeeenieenns SELECT
7 FLAPS ..ttt ettt sttt ess e s 5°/10°
8 WX RADAR ..ottt st esetsstans s tesese e STBY

La CHECK-LIST « AFTER START C/L » est demandée pour le Pilot Flying quand le Pilot Monitoring met le weather
radar sur STBY
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Début de ligne lu par le Pilot Monitoring — Fin de ligne annoncée par le Pilot Flying (gras)

AFTER START CHECK-LIST

APU ettt s st st seraee st be s st ae sreaen s srnaennreees OFF
BLEED 1 & 2 ..ottt sttt e te st et e et e sresenae e ste st e ae s e saeaeraeente s anne ON
PACKS SWITCH ..ottt ettt se e sae e e e e sae aeseesesneeanes MIN
Seat belts/NO SMOKING.......cccceviverierie ettt eraeenees ON/ON
ANTICOLLISION .ottt sttt sttt st st e st te s san e sve e aesseaee s e e s aens RED
TRIM TAKE OFF oottt sttt te st ce e et et e st e san e s ae e ae s enas SET
CONDITION LEVERS (PUSH BACK COMPLETED) ..veveveeeeeeeeeeeeeeee e MAX

Quand la check-list est terminée le Pilot Monitoring annonce “AFTER START CHECK-LIST COMPLETED”

D — BEFORE TAXI PROCEDURE

Pilot Flying Pilot Monitoring
Annonce “FLIGHT CONTROL CHECK”
1 Full up, Full down, Neutral En regardant le mouvement des commandes (MFD1)

le PM annonce oralement
Rudder check, full left, full right
(essayer de respecter toujours le méme ordre et le “FULL UP, FULL DOWN, NEUTRAL"
méme sens) “RUDDER FULL LEFT, FULL RIGHT, NEUTRAL”
(fly control test peut-étre fait pendant le roulage, obligatoire avant roulage par mauvaise visibilité ou sur
décision Pilot flying) — procédure normale : avant roulage.

2 | TO/GA — ALT SEL - HDGe....cooveveveeeeesireeereeee e

3 | NOSE STEERING ..ot e

4 | TAXILIGHTS ..ot ON | TAXI oo e REQUESTED ATC
5 | ANNONCE ......ccovvvveiiiiceeeeee, “LEFT SIDE CLEAR” | ANNONCE .......ccccoovereniinirerecrene. “RIGHT SIDE CLEAR”
6

PARKING BRAKE

Le Pilot Flying taxi ’avion, le Pilot Monitoring I'aide en regardant les cartes / indications.
En approchant du point d’arrét/seuil de piste ou & discrétion Pilot Monitoring : BEFORE TAKE-OFF PROCEDURE
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E — BEFORE TAKE OFF PROCEDURE

ANNONCE ............cccuuueee.

TEST du yoke : LEFT-NEUTRAL-RIGHT
TAKE-OFF WARNING ......coceieiriereereeeee e TESTED
ANNONCE ......coooveireeeereeeeee e “COMPLETED”

Pilot Flying Pilot Monitoring

1 | TAXILIGHTS oottt st er s senere st s s OFF | PITOT STATIC HEATER .....ocevvererreereiersee st eeeeeeee e ON
2 | LANDING LIGHT ...oovotreirecteereeve et sr e ees e e ON | ANTI-COLLISION LIGHTS ...ccecvvvreerrirreerirereenens SET WHITE
3 | AUTOPILOT HDG ....ccevveeereennen. PRESS 2x TO RESET FD | CAUTION PANEL ....ccuvvveerrereeirrereereesienns CHECK CLEAR
4 | AUTOPILOT HDG.............. SET RWY HDG CAPTAIN + FO | TCAS ..ottt sttt ne s stsseses e sssnsans TA Only
5 CONTROL LOCK ..vevrereeeerreeersereesesrenesnsaneeenns REMOVED
6 WEATHER RADAR ...ttt v ON
7

8

9

Début de ligne lu par le Pilot Monitoring — Fin de ligne annoncée par le Pilot Flying (gras)

BEFORE TAKE-OFF CHECK-LIST

RUNWAY oo eeeeseeseseeesee oo sesesee s CONFIRMED (BOTH)
FLAPS oo oo eeeeessee e see s ees e eesees e sesses e ses s ees e eree e 5°/ 10°
TAKE OFF TRIM oo eeeeee e e seeees s eessessesesees oo ses e SET
CONTROL LOCK oo eeeeee e eeeesees s sesses e seeses e eseeesseseoens REMOVED
VI VR V2 oo eeeeeseseeseeeesessses s sesses s sseses e sess e ses e (LES LIRE)
LANDING LIGHTS 1o veeeeeseseeeseeeeeseeses e sessesseessseesesesssesseseeesesses oo TAKE OFF
YAW DAMPER .ooooeeeeoeeeeseeeeeseeeseeseseeeessesses oo sessssssseoessssss s ssssesses oo sssessssssessoes ON
CHRONO oo eeee e e s ses s ses e ses e seeeee s seeses e aesses e RESET
CABIN e eeveeeee e eee e see oo eeseesses e es e sesses e ees e sesses s ses e seese SECURE

Quand la check-list est terminée le Pilot Monitoring annonce “BEFORE TAKE OFF CHECK-LIST COMPLETED”

Annonce when « cleared for take-off » by ATC :

Pilot Flying Pilot Monitoring
“TAKE OFF”

“CHECKED”
ll80 kt"

llv1"
“ROTATE"
“POSITIVE CLIMB”

“CHECKED”

“GEAR UP & LOCKED”

“FLAPS UP” (CHECK SPEED)

“FLAPS RETRACTED”

Info : ROTATE quand on passe VR
POSITIVE CLIMB quand le variométre affiche une
valeur positive
GEAR UP quand le train est rentré

> 1<
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F — AFTER TAKE OFF/CLIMB PROCEDURE

Pilot Flying Pilot Monitoring
1 | CONDITION LEVERS (AT MDA) ...coovveeeeeeeeeennee. 900 | FUEL PUMPS ...ttt sreeee e OFF
2 AUTOFEATHER ...t OFF
3 STBY HYDR PRESS + PTU CNTRL.......cceeuvrnneee. BOTH OFF
4 PACKS SWITCH ..ot NORM
Le premier des 2 qui le voit :
5 “SET STANDARD” “TRANSITION”
6 | ALTI 1 & STANDBY ...covevvvrvrecrrrereenenn PUSH STANDARD | ALTI 2 c.ocvoveveeieee e et seserenees PUSH STANDARD
7 | IASMOdE ..o profil standard = 210 kts “STANDARD SET AND CROSSCHECKED”
8 PASSING FL xx NOW
9 “CHECKED”
10 “AFTER TAKE-OFF / CLIMB CHECK-LIST”
Début de ligne lu par le Pilot Monitoring — Fin de ligne annoncée par le Pilot Flying (gras)
FLAPS ettt ettt sttt s et e e s RETRACTED
BLEEDS — PACKS SWITCH...coccoiiiteiieer et ON/NORM
ALTIMETERS ..ottt ettt et s STANDARD SET
Quand la check-list est terminée le Pilot Monitoring annonce
“AFTER TAKE-OFF/CLIMB CHECK-LIST COMPLETED”
G — PASSING FL100 PROCEDURE
Pilot Flying Pilot Monitoring
1 | POWER LEVEL .ouvvrvveeieeeceteeteeiee e AS REQUIRED | LANDING LIGHTS .....ooctieirieseireesereeesrseeseesveseeeenas OFF
H — CRUISE
Pilot Flying Pilot Monitoring
1 | CONDITION LEVERS ..ot e 850 | TCAS ..t e SET BELOW
2 | TARGET DESCENT FIX & ALT ...vcvvreeeieeeie e eer e SET | SEAT BELT oottt OFF

>+ <
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DONNEZ DES AL

| - DESCENT PREPARATION PROCEDURE (30NM BEFORE TOD)

Pilot Flying Pilot Monitoring
CONTROL & COMMUNICATION* ATIS Destination ......cccccevveveevercennennn ECOUTE & NOTE
ATIS Terrain de déroutement ............. ECOUTE & NOTE
STBY HYDR PRESS + PTU CNTRL.....cccccervrerrrannn BOTH ON
AUX FUEL PUMP .....oooviiiieeeeeerv et BOTH ON
AUTOFEATHER ....occviie ettt ettt ON
ALTITUDE BUG ...ttt st CONTROL & COMMUNICATION**

VNAV (2MIN BEFORE TOD).....cocovveeveeeenereiriereeiireeenns SET

11 | RADIONAVIGATION (VOR & COURSE, ILS, ADF) ...... SET
12 | ANNOUNCE ....... “READY FOR AN ARRIVAL BRIEFING”

ANNOUNCE .................. “YOU HAVE CONTROL, READY”

* Quand le Pilot Monitoring écoute les ATIS, il donne la radio au Pilot Flying par I'annonce
“YOU HAVE CONTROL AND COMMUNICATION”
Le Pilot Flying lui répond “MY CONTROL AND COMMUNICATION”
Le Pilot Monitoring peut alors se concentrer sur les ATIS et les noter.

Quand le Pilot Flying exploite les ATIS et prépare son arrivée, il donne les contréles au Pilot Monitoring par
I'annonce
« YOU HAVE CONTROL AND COMMUNICATION »
Le Pilot Monitoring lui répond “MY CONTROL AND COMMUNICATION”
Le Pilot Flying peut alors se concentrer sur les réglages de I'approche
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BRIEFING GUIDELINE (Pilot Flying)

Briefing arrivée

1 | Arrivée Nom, contrainte d’altitude / vitesse / Altitude de transition ?
2 | Type d’approche Piste + ILS ou RNAV ou VOR ou NDB ou Visual
3 | Moyen Radionavigation Fréquences, Standby
4 | Altitude de d’interception Altitude d’interception de I'ILS ...
5 | Volet pour I'atterrissage 15° ou 35° (réglage GPWS effectué)
6 | Minima Annoncé et vérifié affiché
7 | Dégagement piste A droite ou gauche
En cas de remise des gaz (voir carte).
8 | Altitude cible
9 | Trajectoire Apres 400ft Sol, droite, gauche, tout droit
10 | Contraintes Vitesse ou altitude paliers, ou rien
11 | Attente Position, Altitude, Sens du virage, temps
Pilot Flying vole et prend en charge la trajectoire, le Pilot Monitoring traite la/les pannes
ATTENTION EN CAS DE REMISE DES GAZ
Annonce Pilot Flying « GO AROUND, FLAPS », le Pilot Monitoring met les volets en position 10°
Ne pas oublier : PF « Positive climb » / PF « Gear Up »
J—PASSING FL100
Pilot Flying Pilot Monitoring
1 | RDCNPLDG oottt et e v e s e s ON | LANDING LIGHTS ..ooveiitceece e ON
2 | CONDITION LEVERS.(endéans les 20” aprés point 1).... MAX | SEAT BELT ON

« APPROACH CHECK-LIST » est a faire quand vous étes autorisé vers une altitude QNH
ou passant le niveau de transition, le premier des 2 (et pas avant).
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Début de ligne lu par le Pilot Monitoring — Fin de ligne annoncée par le Pilot Flying (gras)

APPROACH CHECK-LIST

BRIEFING oo eeeeeee e eeseeeesseeesese s s sesses e eeeee CONFIRMED
CAUTION / ADVISORY LIGHT eooorrveeecereeeeseeeesseeee e ssseneees CHECKED
SEAT BELT oo eeeeeeeeeeeeeesseees e eeeses oo sseses s ssessesees e sesnees ON
GPWS oot see s eeeses e seseessesesesees e sesses e seseee e 15° / 35 ° SET
ALTIMETERS oo s seseeeseseesssees e ses s ___SET(BOTH)
0] OSSO _SET
CONDITION LEVERS «.rocvveeeeee oo see e sesseeseeenesesses e ssss e MAX

Quand la check-list est terminée le Pilot Monitoring annonce
“APPROACH CHECK-LIST COMPLETED”

K1 — BEFORE LANDING PROCEDURE ILS

APPROCHE DECELEREE

Pilot Flying Pilot Monitoring

RWY HEADING (SI AP ON) ..uceveevireceeeeeveeeriseesesenennns SET | RWY HEADING (SI AP OFF) ...ovierreeeercverseireeerievcee e SET

Landing flaps 35° (Normal landing)

SPEED BUG 1 ...ccevvvveiriiiee FINAL SPEED SET (125kt)

SPEED BUG 2 ............... GO AROUND SPEED SET (140kt)

Landing flaps 15° .(Turbulence,obstacle en RDG*,N-1)

SPEED BUG 1 ...ccvevveerriiieene FINAL SPEED SET (130kt)

SPEED BUG 2 ............... GO AROUND SPEED SET (140kt)
10 NM BEFORE FINAL DESCENT

FLAPS 5 (180 kts /12-8 miles).......c.ccceeeneune. REQUESTED

ANNONCE .....FLAPS 5”

N O hwWIN|F

SPEED BELOW 200Kt .......ccovvvveirirerirccccreane CHECKED
SELECT & CHECK FLAPS MOVE TO 5° .............. CHECKED
ANNONCE .........ccovvuinrinen. “SPEED CHECK, FLAPS 5”
GLIDE ACTIF
“GEAR DOWN” | LANDING GEAR ......ccoovevtreireercrieserecrrerceseneeene DOWN
GEAR 3 GREEN ......cccovvviiiiiriiiiiiiiiccicin CHECKED
ANNONCE ........ccoovvniriririiiiiicccci “GEAR DOWN”
SPEED BELOW 180kt .........ccccccerecreerereeeennen.... CHECKED
SELECT & CHECK FLAPS MOVE TO 5° .............. CHECKED
ANNONCE ...........ccouvuenrnnne. “SPEED CHECK, FLAPS 10”
QUAND ETABLI SUR L’ILS
.. SET

o

ANNONCE ... “FLAPS 10”

GO AROUND ALTITUDE .........oeevvviriirninnnee

A PARTIR DE 2000ft RADIOSONDE
19 | ANNONCE ......cccovvviiiiiiicrcit e “FLAPS 15”7 | SPEED BELOW 160Kt .......c.coervvrreerrecrercreirecrennee. CHECKED
20 | ANNONCE ......ccoovvvriiicccciiicnn “FLAPS 35” (SI F35) | SELECT & CHECK FLAPS MOVE TO 15° - 30°.. CHECKED
21 | ANNONCE .......ccooevririiciennns "LANDING CHECK-LIST” | ANNONCE ................ “SPEED CHECK, FLAPS 15 & FULL”

*: RDG: REMISE DES GAZ --- N-1 : Sur 1 moteur

L’AVION DOIT ETRE STABILISE* AU PLUS TARD A 1000FT SOL (RADIOSONDE)
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Les critéres de stabilisation d’'une approche sont :
- Avion entierement configuré

- Dans lafenétre de I'ILS (1 point ou moins de chaque c6té (Loc) & 1 point ou moins au-dessus ou en
dessous (Glide) )

- Ecart par rapport a la VREF (BUG 1) de +20 kt / — 5kt.
- Landing check-list terminée

Début de ligne lu par le Pilot Monitoring — Fin de ligne annoncée par le Pilot Flying (gras)

LANDING CHECK-LIST

Quand vitesse controlée au sol
ARRET BOITE NOIRE
* . sauf si landing flaps 35

Quand la check-list est terminée le Pilot Monitoring annonce
“LANDING CHECK-LIST COMPLETED”

K2 — BEFORE LANDING PROCEDURE ILS

NOju| B WIN|F

APPROCHE STABILISEE

Pilot Flying Pilot Monitoring

RWY HEADING (SI AP ON) ....oveeveierirrereeanas (0 JO SET | RWY HEADING (SI AP OFF) ...oovveeeercrverne L0 JORR SET
Landing flaps 15° (Normal landing)

SPEED BUG 1 ....coocvvvviiieene FINAL SPEED SET (125kt)
SPEED BUG 2 ............... GO AROUND SPEED SET (140kt)
Landing flaps 35° (Turbulence, obstacle enRDG*, N-1)
SPEED BUG 1 ....ceecvvvieriiieene FINAL SPEED SET (130kt)
SPEED BUG 2 ............... GO AROUND SPEED SET (140kt)

20 NM BEFORE FINAL DESCENT (ENCHAINEZ LES ACTIONS) PF/PM
FLAPS S ...ooiiiieieviecceieeeniecveeeceeseeeevennene... REQUESTED

[Yo)

ANNONCE ........ccccoevvvvrirnricnnriicccrinesvennn.” FLAPS 5”7 | SPEED BELOW 200Kkt .........cooevvvinirinincnnnnnen.... CHECKED
SELECT & CHECK FLAPS MOVE TO 5° ............. CHECKED
ANNONCE .........ccvvireiirinnne “SPEED CHECK, FLAPS 5”

ANNONCE ........ccccoeovvvvrvvvnncrivninirenne. “GEAR DOWN” | LANDING GEAR ......coueviiiviniiiiiiicriiicciin DOWN
GEAR 3 GREEN ......cccocuiiiiiiiiiiicicics CHECKED
ANNONCE .......ccooviiiiiicicc “GEAR DOWN”

ANNONCE .......ccooviiiiiccicc “FLAPS 10” | SPEED BELOW 180Kt ......c.ccoevurrreueeerrirerenererennens CHECKED
SELECT & CHECK FLAPS MOVE TO 5° .............. CHECKED

ANNONCE .......cccooreirennnee “SPEED CHECK, FLAPS 10”

GO AROUND ALTITUDE ......cccecveveeeeeeenrceeceeeneeneenee. SET
19 | ANNONCE .....covvvteeeeeeteeeeeeee e “FLAPS 15” | SPEED BELOW 160Kt .......ceoerevereerrerecreirecennne CHECKED
20 | ANNONCE ......ooovveeveeeeece e “FLAPS 35” (SI F35) | SELECT & CHECK FLAPS MOVE TO 15° - 30°.. CHECKED
21 | ANNONCE ......ccovvvvvrrerecreeene "LANDING CHECK-LIST” | ANNONCE ................ “SPEED CHECK, FLAPS 15 & FULL”
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L — AFTER LANDING PROCEDURE

Pilot Flying Pilot Monitoring

STEERING (a vérifier)
Vitesse controlée

Quand la check-list est terminée le Pilot Monitoring annonce
“AFTER LANDING CHECK-LIST COMPLETED, APU START IN PROGRESS”

M - PARKING PROCEDURE

Pilot Flying Pilot Monitoring
ANNONCE.......ccovtrtrerereirereree e seeaenes ”"DERNIER VIRAGE” | ANNONCE PA .........ccocoruenee. "PNC, DERNIER VIRAGE”
1 | ANNONCE ....covvvteirerieciree e serienenes "LIGHTS OFF” | TAXI LIGHTS ..ottt OFF
2 | ANNONCE .....cccovuvvrvrcreereercvienenennere. APU BLEED ON” | APU BLEED .......ovevvurviiveiecieciine et eeereseene s ON

PARKING BRAKE .......corvreireerrieireseireeeestesseiseeressaens s SET | ANNONCE .....cooovveverierirricrieens "PARKING POSITION”
CONDITION LEVERS........ccoovvveerrrrrernnen. START/FEATHER | SEAT BELT ..ocvvueeviteiceetire et ceseste st e s s sne s OFF

After 30”

TRANSPONDER ... SDBY

DOOR (WHEN RPM < 50) ....ovevererrreirereriresereeenen OPEN
(CI), QR START DEBOARDING
10 Effectuez Shutdown et Security Aircraft Check-lists de la page 2 de ce document
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DONNEZ DES AL

Pilot Flying Pilot Monitoring
1 | THROTTLE. .o icteieeieririeeeeee et e BOTH MAX | CONDITION LEVERS........ccecvvererreeerecenereennns BOTH MAX
2 | IDENTIFY THE ENGINE .......... CHECK ENGINE CONTROL
SELECT THE THROTTLE OF ENGINE DAMAGE AND
3 MOVE IT 5 CM DOW AND ANNOUNCE

“CONFIRM THROTTLE”

CHECK THROTTLE & ANNOUNCE ............ “CONFIRMED”

THROTTLE SELECTED ......ccoeovrverrieeenee REDUCETO 0

MOVE CONDITION LEVER OF ENGINE DAMAGE AND
MOVE IT TO 900 AND ANNOUNCE
“CONFIRM CONDITION LEVER”

CHK CONDITION LEVERS & ANNOUNCE . CONFIRMED”

SET CONDITION LEVERS.....ccoevvrerteerreerereneans FEATHER
IGNITION OF DAMAGE ENGINE .........cccecvvveeveueee.n.. OFF
If there is NO fire :

ANNOUNCE ....coovvvvveeeeeeereesinens

In case of FIRE
EXTHINGUISHER ..o,

ANNOUNCE ... “ENGINE IS SECURED”
MAIN BUS TIE ..o TIE
GEN & AC (DAMAGE ENGINE) ....c.oceovrervmreirririreee OFF

Pilote en fonction, les regles d’or :

FLY
NAVIGATE
COMMUNICATE



